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Nella pagina DOWNLOAD del nostro sito sono disponibili
tanti documenti ed informazioni utili come ad esempio
le dichiarazioni di prestazione, la guida all’installazione, 
i certificati ed i cataloghi in vigore.

In our website’s DOWNLOAD page
lots of useful documents and information are available,
such as Declarations of Performances (DoP), 
installation guide, CE certificate and catalogue.

Dove siamo
Where we are

SAVE S.p.A.
Via E.Fermi 16/A
36010 Chiuppano (Vicenza) ITALY

MILANO



Leader italiano per lo scarico dei fumi

Rising to excellence.
Puntiamo all’eccellenza.

55%
of our production is exported
di prodotto esportato

2 millions
of items we produce in a year 
di pezzi prodotti all’anno

12.000
of items we produce in a day in our enamelling
pezzi prodotti al giorno nella nostra smalteria interna

13.000 mq
finished product in stock
prodotto finito a magazzino  

from 1964
our experience
la nostra esperienza

100%
made in Italty
realizzato in Italia



Tutti i nostri prodotti porcellanati 
sono marchiati CE, nel pieno rispetto 
della normativa EN 1856-2.

All our vitreous enamelled products
are CE marked, in full compliance
of the EN 1856-2 standard.

Inoltre sono certificati e 
approvati da kiwa e Hetas.

They are also certified and
approved by Kiwa and Hetas.



Why do our pipes are
strictly vitreous enamelled?

Perchè i nostri tubi sono 
rigorosamente vetroporcellanati?

I tubi SAVE sono porcellanati. La porcellanatura è una 
vetrificazione che necessita di una cottura del pezzo a 850°C.

Il tubo porcellanato garantisce assoluta inalterabilità di 
colore alle alte temperature, anche in caso di fuoco di 
fuliggine, non si graffia ed è lavabile con qualsiasi prodotto 
per la pulizia.

Il tubo viene porcellanato sia all’interno che all’esterno, 
acquisendo così una eccezionale resistenza alla corrosione 
all’interno e una formidabile stabilità estetica all’esterno.

SAVE pipes are vitreous enamelled. 
Vitreous enamelling is a vitrification process made at 850°C.

Vitreous flue pipes guarantee the inalterability of the
 colour at high temperatures, even in case of soot fire, 
they do not scratch and can be cleaned 
with any cleaning product.

Vitreous flue pipes are both internally and externally coated, 
gaining an exceptional resistance to corrosion on the inside 
and aesthetical stability on the outside.



NUOVO COLORE
NEW COLOR

La nuova colorazione ultra opaca perfetta 
negli ambienti più raffinati e moderni.

NERO ULTRA MATT

The new ultra matt color is a perfect match for
 the most modern and refined interiors.

BLACK ULTRA MATT

Pellet Light Ultra Matt

Pellet Fit Light Ultra Matt

Plus 1,2mm Ultra Matt

NUOVO COLORE
NEW COLOR

NERO ULTRA MATT
BLACK ULTRA MATT



Pellet 
Fit Light
La nuova geometria Pellet Fit nasce per soddisfare specifiche 
esigenze estetiche grazie alla nuova finitura in nero ultra matt, 
molto gradevole dal punto di vista estetico è in grado di 
garantire le prestazioni dello smalto vetroporcellanato, e alla 
nuova geometria priva di bicchieratura femmina, la stessa delle 
nostre migliori linee per le stufe a legna, che garantisce lineari-
tà al canale senza che ci siano giunzioni a vista tra i vari pezzi. 

La sede per la guarnizione di tenuta è presente sulla parte 
maschio dei pezzi e permette di effettuare installazioni in 
classe P1 grazie all’utilizzo della guarnizione stessa.

The new Pellet Fit geometry was created to meet specific 
aesthetic needs thanks to the new ultra matt black finish, very 
pleasing from an aesthetic point of view and able to guarantee 
the performance of the vitreous enamelled coating, and to the 
new geometry without female socket, the same as our top lines 
for wood stoves, which guarantees linearity to the flue pipe 
without visible joints between the pieces. 

The seat for the sealing gaskets is present on the male part of 
the pieces and allows installation in class P1 by installing a 
gasket.

NUOVO MODELLO
NEW MODEL



Vitreous enamelled pipes for pellet stoves
Tubi porcellanati per stufe a pellet

Pellet

Pellet
Linea di tubi specifica per stufe a pellet
A line of pipes specifically designed for pellet stoves

Pellet Light
Più leggeri ed economici ma con le stesse prestazioni
Lighter and less expensive, but with the same performance

Pellet Fit Light
Linea di tubi specifica per stufe a pellet ed estetica lineare
A line of pipes specifically designed for pellet stoves 
with new linear aesthetics



Vitreous enamelled pipes for wood stoves
Tubi porcellanati per stufe a legna

Wood

Plus 1,2mm
Linea di tubi specifica per stufe a legna
A line of pipes specifically designed for wood stoves

Plus Light
Più leggeri ed economici ma con le stesse prestazioni
Lighter and less expensive, but with the same performance



Vitreous enamelled pipes for wood stoves
Tubi porcellanati per stufe a legna

Wood

Classic
Linea di tubi classici specifica per stufe a legna
A classic line of pipes specifically designed for wood stoves



Tubi zincati e tubi flessibili in alluminio
Galvanised sheet iron pipes and aluminium flexible pipes 

Air

Tubi zincati
Tubi e gomiti zincati
Galvanised sheet iron pipes and elbows

Flessibili alluminio
Tubi flessibili in alluminio naturale o verniciati bianchi
Aluminium flexible pipes in natural aluminium or white painted aluminium Aluminium flexible pipes in natural aluminium or white painted aluminium 
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